
DOM Guard: Order list for all variants
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72 mm
92 mm
74 mm
94 mm

U-Form
L-Form
Cranked
U-Form
L-Form
Cranked

Garnish of rosettes (Only mechnaical)

Handle L-Form U-Form Cranked
Guard Compact Wideline

Round

Mitre

Handle

Mitre

Round

Set (Inner & Outer)

Typ

Version
Only Outer Fitting
Only Inner Fitting

Cylinder hole

Without (blind)

Europrofil

CH-Round

Colour
Black
White
Grey

Spindle size

7 mm
8 mm
8,5 mm
9 mm
10 mm

64-73 mm
74-83 mm

Door leaf
 thickness

34-43 mm

94-103 mm
104-114 mm

84-93 mm

44-53 mm
54-63 mm

Mechanical

Always a set

Position
Amount

Variant

System choice
ENiQ 13,56 MHz
ELS 125 kHz
Tapkey 13,56 MHz

1

without cylinder rosettes
2-sided-readabilty

RFID

2

RFID Mechanical

Always a set Always a set

Guard Slimline Guard Wideline

Guard Compact Slimline

Slimline Wideline

3

RFID Mechanical

DOM Guard : Bon de commande pour toutes les variantes 
Profil européen

Béquille Forme L Forme U Déportée

Arrondie

Onglet

Date/Signature/Cachet commercial

DOM Guard: Order list for all variants
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72 mm
92 mm
74 mm
94 mm

U-Form
L-Form
Cranked
U-Form
L-Form
Cranked

Garnish of rosettes (Only mechnaical)

Handle L-Form U-Form Cranked
Guard Compact Wideline

Round

Mitre

Handle

Mitre

Round

Set (Inner & Outer)

Typ

Version
Only Outer Fitting
Only Inner Fitting

Cylinder hole

Without (blind)

Europrofil

CH-Round

Colour
Black
White
Grey

Spindle size

7 mm
8 mm
8,5 mm
9 mm
10 mm

64-73 mm
74-83 mm

Door leaf
 thickness

34-43 mm

94-103 mm
104-114 mm

84-93 mm

44-53 mm
54-63 mm

Mechanical

Always a set

Position
Amount

Variant

System choice
ENiQ 13,56 MHz
ELS 125 kHz
Tapkey 13,56 MHz

1

without cylinder rosettes
2-sided-readabilty

RFID

2

RFID Mechanical

Always a set Always a set

Guard Slimline Guard Wideline

Guard Compact Slimline

Slimline Wideline

3

RFID Mechanical

Guard Slimline
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72 mm
92 mm
74 mm
94 mm

U-Form
L-Form
Cranked
U-Form
L-Form
Cranked

Garnish of rosettes (Only mechnaical)

Handle L-Form U-Form Cranked
Guard Compact Wideline

Round

Mitre

Handle

Mitre

Round

Set (Inner & Outer)

Typ

Version
Only Outer Fitting
Only Inner Fitting

Cylinder hole

Without (blind)

Europrofil

CH-Round

Colour
Black
White
Grey

Spindle size

7 mm
8 mm
8,5 mm
9 mm
10 mm

64-73 mm
74-83 mm

Door leaf
 thickness

34-43 mm

94-103 mm
104-114 mm

84-93 mm

44-53 mm
54-63 mm

Mechanical

Always a set

Position
Amount

Variant

System choice
ENiQ 13,56 MHz
ELS 125 kHz
Tapkey 13,56 MHz

1

without cylinder rosettes
2-sided-readabilty

RFID

2

RFID Mechanical

Always a set Always a set

Guard Slimline Guard Wideline

Guard Compact Slimline

Slimline Wideline

3

RFID Mechanical

Guard Wideline

Guard Compact Slimline
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72 mm
92 mm
74 mm
94 mm

U-Form
L-Form
Cranked
U-Form
L-Form
Cranked

Garnish of rosettes (Only mechnaical)

Handle L-Form U-Form Cranked
Guard Compact Wideline

Round

Mitre

Handle

Mitre

Round

Set (Inner & Outer)

Typ

Version
Only Outer Fitting
Only Inner Fitting

Cylinder hole

Without (blind)

Europrofil

CH-Round

Colour
Black
White
Grey

Spindle size

7 mm
8 mm
8,5 mm
9 mm
10 mm

64-73 mm
74-83 mm

Door leaf
 thickness

34-43 mm

94-103 mm
104-114 mm

84-93 mm

44-53 mm
54-63 mm

Mechanical

Always a set

Position
Amount

Variant

System choice
ENiQ 13,56 MHz
ELS 125 kHz
Tapkey 13,56 MHz

1

without cylinder rosettes
2-sided-readabilty

RFID

2

RFID Mechanical

Always a set Always a set

Guard Slimline Guard Wideline

Guard Compact Slimline

Slimline Wideline

3

RFID Mechanical

Guard Compact Wideline
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72 mm
92 mm
74 mm
94 mm

U-Form
L-Form
Cranked
U-Form
L-Form
Cranked

Garnish of rosettes (Only mechnaical)

Handle L-Form U-Form Cranked
Guard Compact Wideline

Round

Mitre

Handle

Mitre

Round

Set (Inner & Outer)

Typ

Version
Only Outer Fitting
Only Inner Fitting

Cylinder hole

Without (blind)

Europrofil

CH-Round

Colour
Black
White
Grey

Spindle size

7 mm
8 mm
8,5 mm
9 mm
10 mm

64-73 mm
74-83 mm

Door leaf
 thickness

34-43 mm

94-103 mm
104-114 mm

84-93 mm

44-53 mm
54-63 mm

Mechanical

Always a set

Position
Amount

Variant

System choice
ENiQ 13,56 MHz
ELS 125 kHz
Tapkey 13,56 MHz

1

without cylinder rosettes
2-sided-readabilty

RFID

2

RFID Mechanical

Always a set Always a set

Guard Slimline Guard Wideline

Guard Compact Slimline

Slimline Wideline

3

RFID Mechanical

Béquilles avec rosaces (purement mécaniques)

Slimline Wideline

Nom du client

Code client

Référence chantier

Numéro du devis

Variante

RFID Mécanique
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Quantité

ENiQ 13,56 MHz

Jeu (Intérieur & extérieur)

Electronique intérieur + extérieur

ELS 125 kHz

Béquille extérieure seule

Sans rosaces

Sans (aveugle)

Profil  
européen

Entraxe

55 mm
70 mm
72 mm
78 mm

Forme U

Forme U

Forme L

Forme L

Déportée

Déportée

noir
blanc
gris

Onglet

Arrondie

7 mm
8 mm
8,5 mm
9 mm
10 mm

DOM Tapkey 13,56 MHz

Béquille intérieure seule

Technologie

Ouverture 
pour cylindre

Version

Couleur

Béquille

Épaisseur  
de porte

Carré

85 mm
88 mm
90 mm
92 mm
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72 mm
92 mm
74 mm
94 mm

U-Form
L-Form
Cranked
U-Form
L-Form
Cranked

Garnish of rosettes (Only mechnaical)

Handle L-Form U-Form Cranked
Guard Compact Wideline

Round

Mitre

Handle

Mitre

Round

Set (Inner & Outer)

Typ

Version
Only Outer Fitting
Only Inner Fitting

Cylinder hole

Without (blind)

Europrofil

CH-Round

Colour
Black
White
Grey

Spindle size

7 mm
8 mm
8,5 mm
9 mm
10 mm

64-73 mm
74-83 mm

Door leaf
 thickness

34-43 mm

94-103 mm
104-114 mm

84-93 mm

44-53 mm
54-63 mm

Mechanical

Always a set

Position
Amount

Variant

System choice
ENiQ 13,56 MHz
ELS 125 kHz
Tapkey 13,56 MHz

1

without cylinder rosettes
2-sided-readabilty

RFID

2

RFID Mechanical

Always a set Always a set

Guard Slimline Guard Wideline

Guard Compact Slimline

Slimline Wideline

3

RFID Mechanical

Entraxe fixation = 195 mm (FR)

!

36-46 mm
46-56 mm
56-66 mm
66-76 mm
76-86 mm
86-96 mm
96-106 mm
106-116 mm


	Text1: 
	Text2: 
	Text3: 
	Text4: 
	Text5: 
	Text6: 
	Text7: 
	Text8: 
	Check Box31: Off
	Check Box32: Off
	Check Box33: Off
	Check Box34: Off
	Check Box34a: Off
	Check Box35: Off
	Check Box35a: Off
	Check Box36a: Off
	Check Box36: Off
	Check Box37: Off
	Check Box40: Off
	Check Box42: Off
	Check Box43: Off
	Check Box44: Off
	Check Box45: Off
	Check Box46: Off
	Check Box47: Off
	Check Box48: Off
	Check Box49: Off
	Check Box50: Off
	Check Box51: Off
	Check Box56: Off
	Check Box57: Off
	Check Box58: Off
	Check Box56a: Off
	Check Box57a: Off
	Check Box58a: Off
	Check Box59: Off
	Check Box60: Off
	Check Box61: Off
	Check Box62: Off
	Check Box67: Off
	Check Box63: Off
	Check Box64: Off
	Check Box65: Off
	Check Box66: Off
	Check Box68: Off
	Check Box69: Off
	Check Box70: Off
	Check Box71: Off
	Check Box72: Off
	Check Box73: Off
	Check Box74: Off
	Text9: 
	Text10: 
	Text11: 
	Text12: 


