
1 POINT MORTISE LOCK - DEADBOLT AND REVERSIBLE LATCH - C

Mortise lock for wooden doors with 1 locking point with reversible
latch without rocker, operated by handle and with cylinder serie C.
Interaxis 47mm.

TECHNICAL FEATURES

Lock Type Single Point,

Operation Type Handle Operated, Cylinder Operated

Locking Elements Deadbolt & Latch

Locking Type C Profile

Recommended Cylinder C

Key Turns 1

Number of Keys 3

Case Dimensions (mm) Height 122 x Depth 53, 63, 73 x Thickness 16

Backset Inc Forend (mm) 35, 45

Interaxis (mm) 47

Follower Type Standard Follower

Follower (mm) 8

Forend Dimensions (mm) Length 170 x Width 23.0 x Thickness 3

Forend Shape Flat

Case Steel, Galvanised

Forend Material: Steel, Finish: Brass Plated, Nickel Plated, Bichromatic, Brass

Reversible Latch Yes

Latch Throw (mm) 10

Deadbolt Operation Standard

Deadbolt Throw (mm) 12

Net Weight (kg) 0.6

Boxed Quantity 1

Industrial Packaging Quantity 30

Standard Packaging Box
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ADDITIONAL INFORMATION

Strike Plate Included Yes

Escutcheon Included Yes

Accessories Included Cylinder, Escutcheon, Strike Plate

THE BENEFITS
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The latch is reversible, which allows changing the lock
handing easily.
High resistance to corrosion thanks to the closed box
made of galvanized steel.

Multiple entrance dimensions to be adapted to the
requirements of the door.
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